 Record #2       (From Hub To Node) Captured on 03.25.06 at 13:49:49.794884297 Length =    78

 Runtime Frame# 2

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 811D28BB

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 0

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 60

IP: Id = 73fc

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B5A9

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683629

TCP: Ack number = 0

TCP: Data offset = 40

TCP: Flags = 0x02

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...0 .... ACK Flag = FALSE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..1. SYN Flag = TRUE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 2630

TCP: Urgent pointer = 00000000

TCP: Options = (mss 1460,opt-4:,tsval = 246609 tsecr = 0,nop,ws = 2)

 Record #3       (From Hub To Node) Captured on 03.25.06 at 13:49:49.795143697 Length =    64

 Runtime Frame# 3

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 52D77414

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 44

IP: Id = 49

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 675D

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182456832

TCP: Ack number = 1683630

TCP: Data offset = 24

TCP: Flags = 0x12

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..1. SYN Flag = TRUE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = 2B85

TCP: Urgent pointer = 00000000

TCP: Options = (mss 1460)

 Record #4       (From Hub To Node) Captured on 03.25.06 at 13:49:49.960497897 Length =    64

 Runtime Frame# 4

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: BA57BC7F

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 0

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 73fe

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B5BB

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683630

TCP: Ack number = 182456833

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 3472

TCP: Urgent pointer = 00000000

 Record #5       (From Hub To Node) Captured on 03.25.06 at 13:49:50.027615299 Length =   195

 Runtime Frame# 5

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 1A0D3F3C

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 177

IP: Id = 4a

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 26D7

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182456833

TCP: Ack number = 1683630

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = E47F

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 220-remoto6.tlmat1.u..

 Record #6       (From Hub To Node) Captured on 03.25.06 at 13:49:50.324093199 Length =    64

 Runtime Frame# 6

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 0D55F22D

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7400

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B5A9

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683630

TCP: Ack number = 182456970

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 33E9

TCP: Urgent pointer = 00000000

 Record #7       (From Hub To Node) Captured on 03.25.06 at 13:49:50.361142099 Length =    71

 Runtime Frame# 7

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: F94DA53F

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 53

IP: Id = 7402

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B59A

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683630

TCP: Ack number = 182456970

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 963E

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: AUTH GSSAPI<0D><0A>

 Record #9       (From Hub To Node) Captured on 03.25.06 at 13:49:50.464635198 Length =    84

 Runtime Frame# 9

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 27839462

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 66

IP: Id = 4b

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6745

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182456970

TCP: Ack number = 1683643

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2035

TCP: Checksum = D840

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 500 Command unrecogn..

 Record #10      (From Hub To Node) Captured on 03.25.06 at 13:49:50.682249298 Length =    76

 Runtime Frame# 10

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 70B3DB2F

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 58

IP: Id = 7404

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B593

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683643

TCP: Ack number = 182456996

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = ED3A

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: AUTH KERBEROS_V4<0D><0A>

 Record #11      (From Hub To Node) Captured on 03.25.06 at 13:49:50.684332998 Length =    84

 Runtime Frame# 11

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: AFECB5D2

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 66

IP: Id = 4c

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6744

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182456996

TCP: Ack number = 1683661

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2017

TCP: Checksum = D826

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 500 Command unrecogn..

 Record #12      (From Hub To Node) Captured on 03.25.06 at 13:49:50.915737097 Length =    64

 Runtime Frame# 12

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 0691B66E

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7406

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B5A3

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683661

TCP: Ack number = 182457022

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 3396

TCP: Urgent pointer = 00000000

 Record #13      (From Hub To Node) Captured on 03.25.06 at 13:49:51.635809198 Length =    71

 Runtime Frame# 13

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 98CB3D8B

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 53

IP: Id = 7408

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B594

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683661

TCP: Ack number = 182457022

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 5882

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: USER grupo3<0D><0A>

 Record #14      (From Hub To Node) Captured on 03.25.06 at 13:49:51.636064198 Length =    64

 Runtime Frame# 14

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: E3A21659

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 4d

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 675D

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457022

TCP: Ack number = 1683674

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2004

TCP: Checksum = 4285

TCP: Urgent pointer = 00000000

 Record #15      (From Hub To Node) Captured on 03.25.06 at 13:49:51.674791598 Length =   102

 Runtime Frame# 15

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 77998869

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 84

IP: Id = 4e

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 2730

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457022

TCP: Ack number = 1683674

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2004

TCP: Checksum = 3C52

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 230 User OK, no pass..

 Record #16      (From Hub To Node) Captured on 03.25.06 at 13:49:51.889897197 Length =    64

 Runtime Frame# 16

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: F0A93BD6

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 740a

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B59F

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683674

TCP: Ack number = 182457066

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 335D

TCP: Urgent pointer = 00000000

 Record #17      (From Hub To Node) Captured on 03.25.06 at 13:49:51.920267697 Length =    64

 Runtime Frame# 17

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 80F620EF

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 45

IP: Id = 740c

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B598

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683674

TCP: Ack number = 182457066

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 94EB

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: PWD<0D><0A>

 Record #18      (From Hub To Node) Captured on 03.25.06 at 13:49:52.002521099 Length =    96

 Runtime Frame# 18

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: D207873D

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 78

IP: Id = 4f

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 2735

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457066

TCP: Ack number = 1683679

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1999

TCP: Checksum = A202

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 250 Current working ..

 Record #19      (From Hub To Node) Captured on 03.25.06 at 13:49:52.219784699 Length =    64

 Runtime Frame# 19

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 13A340D7

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 46

IP: Id = 740e

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B595

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683679

TCP: Ack number = 182457104

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 7F6C

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: SYST<0D><0A>

 Record #20      (From Hub To Node) Captured on 03.25.06 at 13:49:52.222190199 Length =    69

 Runtime Frame# 20

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 43A1C981

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 51

IP: Id = 50

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 674F

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457104

TCP: Ack number = 1683685

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1993

TCP: Checksum = EC1E

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 215 MSDOS<0D><0A>

 Record #21      (From Hub To Node) Captured on 03.25.06 at 13:49:52.431605498 Length =    64

 Runtime Frame# 21

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: A4334D17

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7410

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B599

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683685

TCP: Ack number = 182457115

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 3321

TCP: Urgent pointer = 00000000

 Record #24      (From Hub To Node) Captured on 03.25.06 at 13:50:09.571544398 Length =    84

 Runtime Frame# 24

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 9E444C80

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 66

IP: Id = 7412

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B57D

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683685

TCP: Ack number = 182457115

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = B352

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: PORT 192,168,110,3,1..

 Record #25      (From Hub To Node) Captured on 03.25.06 at 13:50:09.571815898 Length =    64

 Runtime Frame# 25

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: F2336B24

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 51

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6759

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457115

TCP: Ack number = 1683711

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1967

TCP: Checksum = 4228

TCP: Urgent pointer = 00000000

 Record #26      (From Hub To Node) Captured on 03.25.06 at 13:50:09.578270298 Length =    71

 Runtime Frame# 26

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: C7FA4AE9

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 53

IP: Id = 52

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 674B

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457115

TCP: Ack number = 1683711

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1967

TCP: Checksum = A782

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 200 Port OK<0D><0A>

 Record #27      (From Hub To Node) Captured on 03.25.06 at 13:50:09.780499598 Length =    64

 Runtime Frame# 27

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 99503822

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7414

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B595

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683711

TCP: Ack number = 182457128

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 32FA

TCP: Urgent pointer = 00000000

 Record #28      (From Hub To Node) Captured on 03.25.06 at 13:50:09.819897897 Length =    73

 Runtime Frame# 28

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 902E3ED4

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 55

IP: Id = 7416

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B584

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683711

TCP: Ack number = 182457128

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 6311

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: RETR c2600-co<0D><0A>

 Record #30      (From Hub To Node) Captured on 03.25.06 at 13:50:09.907995897 Length =    64

 Runtime Frame# 30

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 8CC86962

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 44

IP: Id = 53

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 675B

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78582528

TCP: Ack number = 1

TCP: Data offset = 24

TCP: Flags = 0x02

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...0 .... ACK Flag = FALSE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..1. SYN Flag = TRUE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = E547

TCP: Urgent pointer = 00000000

TCP: Options = (mss 1460)

 Record #31      (From Hub To Node) Captured on 03.25.06 at 13:50:10.072238899 Length =    64

 Runtime Frame# 31

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: E382505E

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 54

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6756

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457128

TCP: Ack number = 1683726

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1952

TCP: Checksum = 421B

TCP: Urgent pointer = 00000000

 Record #32      (From Hub To Node) Captured on 03.25.06 at 13:50:10.080781799 Length =    64

 Runtime Frame# 32

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 4428568F

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 0

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 44

IP: Id = 0

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = 29B6

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 32772

TCP: Destination port = ftp-data (20)

TCP: Sequence number = 20404501

TCP: Ack number = 78582529

TCP: Data offset = 24

TCP: Flags = 0x12

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..1. SYN Flag = TRUE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 7C1B

TCP: Urgent pointer = 00000000

TCP: Options = (mss 1460)

 Record #33      (From Hub To Node) Captured on 03.25.06 at 13:50:10.081022899 Length =    64

 Runtime Frame# 33

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 153FB099

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 55

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 675D

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78582529

TCP: Ack number = 20404502

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = A2A8

TCP: Urgent pointer = 00000000

 Record #34      (From Hub To Node) Captured on 03.25.06 at 13:50:10.081264399 Length =    87

 Runtime Frame# 34

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: CED6E08A

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 69

IP: Id = 56

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 2737

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457128

TCP: Ack number = 1683726

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1952

TCP: Checksum = 3F48

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 150 Opening data con..

 Record #35      (From Hub To Node) Captured on 03.25.06 at 13:50:10.088621699 Length =  1174

 Runtime Frame# 35

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 8D92C618

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 1156

IP: Id = 57

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 22FF

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78582529

TCP: Ack number = 20404502

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = 1DCF

TCP: Urgent pointer = 00000000

TCP: 1116 bytes of data

 Record #36      (From Hub To Node) Captured on 03.25.06 at 13:50:10.090094699 Length =  1174

 Runtime Frame# 36

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 02EF61AE

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 1156

IP: Id = 58

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 22FE

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78582529

TCP: Ack number = 20404502

TCP: Data offset = 20

TCP: Flags = 0x19

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 2048

TCP: Checksum = 1DCE

TCP: Urgent pointer = 00000000

TCP: 1116 bytes of data

 Record #37      (From Hub To Node) Captured on 03.25.06 at 13:50:10.353337699 Length =    64

 Runtime Frame# 37

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: DF4BEF05

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7418

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B591

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683726

TCP: Ack number = 182457157

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 32CE

TCP: Urgent pointer = 00000000

 Record #39      (From Hub To Node) Captured on 03.25.06 at 13:50:10.731791598 Length =  1174

 Runtime Frame# 39

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 5DF836D4

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 1156

IP: Id = 59

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 22FD

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78582529

TCP: Ack number = 20404502

TCP: Data offset = 20

TCP: Flags = 0x19

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 2048

TCP: Checksum = 1DCE

TCP: Urgent pointer = 00000000

TCP: 1116 bytes of data

 Record #40      (From Hub To Node) Captured on 03.25.06 at 13:50:11.157853399 Length =    64

 Runtime Frame# 40

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: AC88EECC

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 8e45

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 61

IP: Protocol = TCP (6)

IP: Header checksum = 9C6C

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 32772

TCP: Destination port = ftp-data (20)

TCP: Sequence number = 20404502

TCP: Ack number = 78583645

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 7812

TCP: Checksum = 87C8

TCP: Urgent pointer = 00000000

 Record #41      (From Hub To Node) Captured on 03.25.06 at 13:50:11.445346098 Length =    64

 Runtime Frame# 41

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: D634B55A

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 5a

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6758

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78583645

TCP: Ack number = 20404502

TCP: Data offset = 20

TCP: Flags = 0x11

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 2048

TCP: Checksum = 9E4B

TCP: Urgent pointer = 00000000

 Record #42      (From Hub To Node) Captured on 03.25.06 at 13:50:11.844526497 Length =    64

 Runtime Frame# 42

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 7993651C

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 8e47

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = 9B6A

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 32772

TCP: Destination port = ftp-data (20)

TCP: Sequence number = 20404502

TCP: Ack number = 78583646

TCP: Data offset = 20

TCP: Flags = 0x11

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 7812

TCP: Checksum = 87C6

TCP: Urgent pointer = 00000000

 Record #43      (From Hub To Node) Captured on 03.25.06 at 13:50:11.844782097 Length =    64

 Runtime Frame# 43

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 4EF8EEAB

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 5b

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6757

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78583646

TCP: Ack number = 20404503

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = 9E4A

TCP: Urgent pointer = 00000000

 Record #44      (From Hub To Node) Captured on 03.25.06 at 13:50:11.845223497 Length =   108

 Runtime Frame# 44

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 1D5CE6B6

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 90

IP: Id = 5c

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 271C

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457157

TCP: Ack number = 1683726

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1952

TCP: Checksum = 91C5

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 226 Transfer success..

 Record #45      (From Hub To Node) Captured on 03.25.06 at 13:50:11.894600197 Length =    64

 Runtime Frame# 45

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 7C16C662

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 8e49

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = 9B68

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 32772

TCP: Destination port = ftp-data (20)

TCP: Sequence number = 20404503

TCP: Ack number = 78583646

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 7812

TCP: Checksum = 87C6

TCP: Urgent pointer = 00000000

 Record #46      (From Hub To Node) Captured on 03.25.06 at 13:50:11.894843797 Length =    64

 Runtime Frame# 46

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 9AB841F2

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 5d

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6755

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp-data (20)

TCP: Destination port = 32772

TCP: Sequence number = 78583646

TCP: Ack number = 20404503

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 2048

TCP: Checksum = 9E4A

TCP: Urgent pointer = 00000000

 Record #48      (From Hub To Node) Captured on 03.25.06 at 13:50:12.089455099 Length =    64

 Runtime Frame# 48

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 86A842CA

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 741a

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B58F

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683726

TCP: Ack number = 182457207

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 329C

TCP: Urgent pointer = 00000000

 Record #49      (From Hub To Node) Captured on 03.25.06 at 13:50:12.115676799 Length =    64

 Runtime Frame# 49

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 8DEC492E

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 8

IP:     000. .... Precedence = Routine(0)

IP:     ...0 .... Delay = Normal (0)

IP:     .... 1... Throughput = High (1)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 3

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = 29AF

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 32772

TCP: Destination port = ftp-data (20)

TCP: Sequence number = 20404503

TCP: Ack number = 0

TCP: Data offset = 20

TCP: Flags = 0x04

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...0 .... ACK Flag = FALSE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .1.. RST Flag = TRUE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 0

TCP: Checksum = C263

TCP: Urgent pointer = 00000000

 Record #50      (From Hub To Node) Captured on 03.25.06 at 13:50:14.492903598 Length =    64

 Runtime Frame# 50

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 3C2A3E58

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 46

IP: Id = 741c

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B587

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683726

TCP: Ack number = 182457207

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 8ADA

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: QUIT<0D><0A>

 Record #51      (From Hub To Node) Captured on 03.25.06 at 13:50:14.493149898 Length =    64

 Runtime Frame# 51

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: ADD2A8D6

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 5e

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 674C

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457207

TCP: Ack number = 1683732

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1946

TCP: Checksum = 41CC

TCP: Urgent pointer = 00000000

 Record #52      (From Hub To Node) Captured on 03.25.06 at 13:50:14.578389898 Length =    88

 Runtime Frame# 52

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: A1BC7CAF

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 70

IP: Id = 5f

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 272D

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457207

TCP: Ack number = 1683732

TCP: Data offset = 20

TCP: Flags = 0x18

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 1946

TCP: Checksum = 5F07

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 221 Closing connecti..

 Record #53      (From Hub To Node) Captured on 03.25.06 at 13:50:14.578636198 Length =    88

 Runtime Frame# 53

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 4D099B3C

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 70

IP: Id = 60

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 272C

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457207

TCP: Ack number = 1683732

TCP: Data offset = 20

TCP: Flags = 0x19

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 1... PUSH Flag = TRUE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 1946

TCP: Checksum = 5F06

TCP: Urgent pointer = 00000000

------------  FTP Header  ------------

FTP: 221 Closing connecti..

 Record #54      (From Hub To Node) Captured on 03.25.06 at 13:50:14.775978098 Length =    64

 Runtime Frame# 54

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 8A371563

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 741e

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B58B

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683732

TCP: Ack number = 182457237

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 3278

TCP: Urgent pointer = 00000000

 Record #55      (From Hub To Node) Captured on 03.25.06 at 13:50:14.803683797 Length =    64

 Runtime Frame# 55

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: 2EB5FEFA

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7420

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B589

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683732

TCP: Ack number = 182457237

TCP: Data offset = 20

TCP: Flags = 0x11

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 5840

TCP: Checksum = 3277

TCP: Urgent pointer = 00000000

 Record #56      (From Hub To Node) Captured on 03.25.06 at 13:50:14.803932797 Length =    64

 Runtime Frame# 56

------------  ETHER Header  ------------

ETHER: Destination: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Source: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Protocol: IP

ETHER: FCS: 137C151B

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 61

IP: Fragmentation Info = 0x0000

IP:     .0.. ....  .... .... Don't Fragment Bit = FALSE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 64

IP: Protocol = TCP (6)

IP: Header checksum = 6749

IP: Source address = 128.100.100.6

IP: Destination address = 192.168.110.3

------------  TCP Header  ------------

TCP: Source port = ftp (21)

TCP: Destination port = 33726

TCP: Sequence number = 182457237

TCP: Ack number = 1683733

TCP: Data offset = 20

TCP: Flags = 0x11

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...1 FIN Flag = TRUE

TCP: Window = 1946

TCP: Checksum = 41AC

TCP: Urgent pointer = 00000000

 Record #57      (From Hub To Node) Captured on 03.25.06 at 13:50:14.830591997 Length =    64

 Runtime Frame# 57

------------  ETHER Header  ------------

ETHER: Destination: Edimax-37-E6-53 (00-00-B4-37-E6-53)

ETHER: Source: Cisco-09-A1-44 (00-00-0C-09-A1-44)

ETHER: Protocol: IP

ETHER: FCS: BC6E40FB

------------  IP Header  ------------

IP: Version = 4

IP: Header length = 20

IP: Type of service = 16

IP:     000. .... Precedence = Routine(0)

IP:     ...1 .... Delay = Low (1)

IP:     .... 0... Throughput = Normal (0)

IP:     .... .0.. Reliability = Normal (0)

IP: Packet length = 40

IP: Id = 7422

IP: Fragmentation Info = 0x4000

IP:     .1.. ....  .... .... Don't Fragment Bit = TRUE

IP:     ..0. ....  .... .... More Fragments Bit = FALSE

IP:     ...0 0000  0000 0000 Fragment offset = 0

IP: Time to live = 62

IP: Protocol = TCP (6)

IP: Header checksum = B587

IP: Source address = 192.168.110.3

IP: Destination address = 128.100.100.6

------------  TCP Header  ------------

TCP: Source port = 33726

TCP: Destination port = ftp (21)

TCP: Sequence number = 1683733

TCP: Ack number = 182457238

TCP: Data offset = 20

TCP: Flags = 0x10

TCP:     ..0. .... URGENT Flag = FALSE

TCP:     ...1 .... ACK Flag = TRUE

TCP:     .... 0... PUSH Flag = FALSE

TCP:     .... .0.. RST Flag = FALSE

TCP:     .... ..0. SYN Flag = FALSE

TCP:     .... ...0 FIN Flag = FALSE

TCP: Window = 5840

TCP: Checksum = 3276

TCP: Urgent pointer = 00000000

